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Pneumatic High Pressure Two Way Ball

Valve
Basic Information

o Place of Origin: China Fagld
o o Brand Name: FABIA ATERNATHAL
(- o Certification: 1ISO9001,CE,CCS,DNV
=
U o Model Number: 1/8 inch 36 inch
8 e Minimum Order Quantity: 1 set
CC)' e Price: Negotiable
,Q,_ o Packaging Details: Cartons/Wooden cases
=3 « Delivery Time: 15-30 work days
—
8 o Payment Terms: L/C,D/A,D/P,T/T,MoneyGram,Western Union
CC)' o Supply Ability: 100-1000 set per week
o
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Product Specification

e Product Name: Pneumatic High Pressure Ball Valve

o Valve Type: High Pressure Ball Valve

o Body Material: Stainless Steel
o o Operation Type: Pneumatic
3 o Connection Type: Threaded
o
15) o Application: Oil & Gas, Chemical, Water Treatment
ko]
g_ o Pressure Rating: 1000-6000 Psi
s o Pressure Test: API 598
-; o Seat Material: PTFE, PEEK,
®
2 o Size: 1/2-8 Inch
@
< o Certificate: API, CE, ISO
2]
é‘ o Surface Treatment: Sandblasting, Polishing
8 e Temperature Range: -20 To +200 Degree Celsius
=
3 « Highlight: Pneumatic High Pressure Ball Valve,
8 Pneumatic Two Way Ball Valve
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Product Description

FABIA Pneumatic High Pressure Two Way Ball Valve

1. Description:

Use of precision die-casting process of aluminum alloy profile piston, to ensure the precise symmetry of the double piston, and assist high-
quality O-ring and guide valve, can be for very high torque input and standard air pressure ratio, double slide rail and piston design to ensure the

stability of the output torque.

2. Specification:
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FABIA Valve Parameter List

Valve type: Pneumatic High Pressure Two Way Ball Valve
Size: 1/8 inch 8 inch
Material: \WCB,Q235B,2507,A105,CF8(304),CF8M(316),CF3M

(316L),CF3(304L),PVC,ZG1Cr18Ni9Ti,ZG1Cr18Ni12Mo2Ti
Connection type: \Welded connection/flange connection/thread connection/clamp connection
Driving model: Manual/Worm gear drive/Pneumatic/Electric
Pressure rating: PN1.0 PN64,ANSI CLASS 150-900,JI1S10-20K
Temperature: -196 540
Model: FB-Q..........
3. Features:

Pneumatic high pressure ball valve is composed of pneumatic actuator and high pressure ball valve.

Pneumatic high pressure ball valve can be equipped with intelligent positioning instrument, limit switch, filter pressure reducing valve, solenoid
valve.

Pneumatic actuator is made of aluminum alloy profile hydraulic forming process.

Surface is hardened, the appearance is beautiful and generous, conducive to assembly and transportation.

Piston guide belt with large contact surface, self-lubricating bearing design scheme high-strength material to ensure low friction.

Use of small torque, strong commaodity circulation capacity, small flow resistance, durable, stainless steel surface.

Beautiful appearance design, compact structure, easy to repair and replace.

Pneumatic high pressure ball valve is mainly used in hydraulic tubing to control the flow of hydraulic oil regulation and cut the medium.
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fel. Fabia Valve Industry (Suzhou) Co., Ltd.

INTERNATIONAL

@ +8618913247051/+8618912658215/+8618260178084 e sales@fabia-china.com @ foballvalve.com

Room 1305, Building 3, Jundi Business Plaza, No.3, Weihua Road, Suzhou Industrial Park
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